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Version 09-03-2023 

1. General 

These technical regulations apply specifically to the IDC Dutch Naked bike class. This class is open 

to motorbikes up to 955cc which are homologated for admission on public roads. Motorbikes must 

remain fully standard according to street homologation. 

 

1.1 Own responsibility 

Participant is and remains himself at all times chiefly responsible for his  complete motorbike, 

clothing and compliance with the technical regulations IDC 2023 Dutch Naked Bike being in perfect  

technical condition. 

Participant is and remains responsible for the safety of himself and the prevention of unsafe 

situations for other riders. 

 

1.2 Permitted motorbikes 

 

Brand Type 

Aprilia Shiver 750 

 Shiver 900 

Benelli 752S 

 TNT 899 

BMW F800 

 F900R 

Ducati Monster 796 

 Monster 821 

 Monster 

 Monster SP 

Honda CB650R 

 CB750 Hornet 

Kawasaki Z650 

 Z800 

 Z900 

KTM 790 Duke 

 890 Duke 

MV Agusta Dragster 798 

 Brutale 798 

Suzuki GSX-S 750 

 SV 650 

Triumph Street Triple 675 

 Street Triple 765 

Yamaha MT07 

 MT09 

 FZ08 

 XSR 900 
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Participation of other motorbikes should be in consultation with the IDC technical commission. 

Motorbikes must retain their original appearance. Mounting of clip-ons or fairings is not allowed 

other than originally fitted.  

 

1.3 Compulsory safety requirements 

 

1.3.1 Lower fairing 

A closed lower fairing is mounted less and less frequently or not at all on different types of 

motorcycles. The compulsory installation of a closed lower fairing is therefore no longer compulsory. 

Mounting of a bellypan is allowed. 

 

1.3.2 Securing 

 The following parts should be secured: 

- oil fill and drain plugs 

- oil filter and oil covers 

- if possible lock pins of the brake pads 

- advice on securing brake inputs and brake anchors 

 

  
Securing brake pads Recommendation securing brake hoses 

                

1.3.3 Fuel tank 

Fuel tank should be fitted with explosafe or other explosion-proof product to reduce the risk of 

explosion and fire.  

 

1.3.4 Protective covers 

Use of protective covers, which are placed in front of engine covers behind which there is oil, is 

mandatory. Severely damaged engine covers and/or severely damaged protective covers are not 

permitted. 

 

1.3.5 Camera 

Camera on the motorbike must be properly mounted and secured by means of a safety cable. 

The use of a camera on the body or helmet is not permitted. 
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1.3.6 Clothing 

Only one-piece leather overalls are permitted to be worn. Combi-suits held together by zippers are 

not permitted. Wearing a back protector, leather motorbike boots and leather motorbike gloves are 

mandatory. 

 

1.3.7 Helmets 

Helmet must be of the integral type and bear one of the following quality marks, European 

ECE 22.05 and ECE 22.06, Japanese JIS T8133 and American SNELL M2010. 

The certification mark (long number starting with 05 or 06) should be legibly present in the helmet.  

The helmet must fit tightly and must not show any damage to the shell (under the paintwork). 

Only helmets with a chin strap and "double D" fastening are allowed. 

The rider is responsible for wearing a helmet in accordance with the rules set. 

 

1.4 Behaviour in cash of a fall 

After every fall, the rider must report to the medical service. Only after the medical service has 

declared the rider medically fit may he resume training or racing. The motorbike must be  

presented again for technical inspection after the fall and before re-entering training or race. 

 

2. Numbers and number plates 

Background colour: blue (RAL 5010)  

Start number colour: white. 

Double lines at start numbers and fantasy numbers are not allowed. 

Dimensions per digit front: 14 cm high; 8 cm wide; line width 2 cm; spacing 1 cm.  

Dimensions per digit side: 12 cm high; 7 cm wide; line width 2 cm; spacing 1 cm.  

Start numbers should be affixed to the front on a possible fairing or if not present on a sufficiently 

large round / oval number plate. 

Start numbers on both sides can be mounted in the following 2 ways: 

- on both rear sides of the seat by means of round number plates like e.g. a flat track bike 

- on both sides of a bellypan 

Deviations are at the discretion of the technical commission / race director. 
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3. Tyres  

 

3.1 Two tyre rule 

For the 2023 IDC Dutch Naked Bike, there will be a mandatory two-tyre-rule. 

This implies a choice of 2 brands with 2 types of tyres for each brand, namely type 1 slick and 

type 1 rain tyre (see table below; to be determined in consultation with supplier). 

All other brands and/or types are not allowed. 

The mandatory tyre supplier for the IDC Dutch Naked Bike 2023 is Track Support, which will handle 

both sales and fitting of these tyres. 

Any other sale or assembly by other parties is not allowed. 

 

Brand Type slick Type of rain tyre 

Metzeler Racetec RR K2 Racetec RR rain 

Pirelli Diablo SC2 Diablo rain SCR1 

 

3.1.1 IDC tyre stickers 

Every tyre used during the IDC event should have an IDC tyre sticker. 

This sticker will be applied by Track Support only on the right sidewall of the tyre. 

Rider is responsible for the presence of these stickers when participating in the 

training/qualification or race of the IDC competition. 

In exceptional cases, if the sticker is damaged or lost, this should be reported immediately to the 

technical commission. This will take action in consultation with the race director and Track Support. 

 

3.1.2 Control 

At the end of each training, qualification or race, every participant in the IDC Dutch Naked Bike will 

be checked to ensure that they are wearing the mandatory brand and type of tyre as well as the 

IDC tyre stickers. The check will be carried out by the technical commission. 

If the prescribed tyres are not used, and the IDC tyre sticker is not present during the training, 

qualification or race, the race director will proceed to disqualification. 

 

3.2 Wet race 

IDC races are run as a "wet race". Rider and/or team are responsible for her or his choice of tyres 

during training and race. Training or race will not be stopped in changing weather conditions. 

Calamities excepted. 

 

3.3 Tyre warmers 

Use of tyre warmers is allowed in / in front of the pitboxes, in the paddock and in the preliminary pit 

area. Tyre warmers are not permitted on the starting grid 
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4. Engine and gearbox specifications 

 

4.1 Airbox 

Airbox should remain standard as originally produced by the manufacturer for the homologated 

motorbike. The air filter element may be replaced. 

Motorbike should have a closed bleed system which should exit into the airbox. Emission control 

components in or around the airbox may be removed. 

 

4.2 Clutch  

Clutch may be replaced. 

 

4.3 Engine block / gearbox 

Engine block / gearbox should remain completely original, according to the manufacturer. 

So called blue-printing or modification of parts is not allowed.  

 

4.4 Oil pipes 

Oil pipes should be replaced with steel pipes or steel sheathed pipes with corresponding 

compression fittings. 

 

4.5 Radiator 

Radiator fan and wiring may be removed. Only water is allowed in the cooling system, no other form 

of coolant is allowed. 

 

5. Electronics and electrical parts 

 

5.1 ECU - CDI 

Software ECU modification is allowed. 

CDI and wiring harness should remain standard. 

 

5.2 Electric starter - Battery - GPS 

Electric starter should function normally. 

Battery may be replaced. 

Mounting GPS for lap times only is allowed. 
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6. Frame and chassis 

 

6.1 Safety tail light 

Motorbikes must be equipped with a working red safety tail light which must work in rain, bad 

visibility and during checks by the technical commission. 

Prior to the race the race director decides whether the red safety tail light should be switched on. 

The rear light must meet the following requirements: 

- be securely mounted in the centre under the seat at the back 

- the light beam must shine from the middle straight to the back and must be visible at an angle of 

approx 15 degrees 

- a lamp must be fitted with a light intensity of approx 10-15 watts (light bulp) or 

approx 3-5 watts (LED) which emits at least 40 lumens measured at 30 cm 

- the light must have a constant red light. 

The safety light may have a separate power supply. 

 

6.2 Brakes 

ABS systems may be disconnected, ABS rotor wheel and ABS ECU may be removed. 

Rear brake bracket may be changed to a quick release type. 

Front and rear brake pads may be replaced with an aftermarket product. 

Front and rear brake fluid reservoirs may be replaced with an aftermarket product. 

Front and rear master cylinder should remain completely original according to street homologation 

and should not be replaced with aftermarket models. 

Rubber brake lines should be replaced with steel sheathed brake lines. 

The manifold, for the purpose of connecting both front calipers, should be mounted under the lower 

crown plate. 

 

6.3 Chain and sprockets 

Chain size, sprockets and gearing may be adjusted. 

 

6.4 Wheels 

Wheels should remain original as produced by the motorbike manufacturer. Spacers may be 

modified. Modifications to keep spacers in place are permitted. Tyre valves may be modified. 

 

6.5 Frame 

Frame should remain standard as originally produced by the motorbike manufacturer for the 

homologated motorbike. 

Rear subframe may be replaced with an aluminium one. 

 

6.6 Front fork  

The original model-specific front fork should remain present. All internal parts may be modified or 

replaced. 

Height and position of the front fork in relation to the crown plates is free. 

Mounting or replacing a steering damper with an aftermarket steering damper is permitted. 

Steering damper must not function as a limiter for steering angle. 
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6.7 Rear fork 

Aftermarket chain tensioners and quick release systems are allowed.  

Support brackets for a paddock stand may be fitted to the rear fork. 

 

6.8 Rear shock absorber 

Original model-specific rear shock absorber must remain present, spring may be replaced. 

All internal parts may be modified or replaced. 

 

6.9 Handlebar and control levers 

 

6.9.1 Handlebar 

Original handlebar may be replaced with fully equivalent aftermarket model. 

Control switches may be moved and swapped. 

There should be at least one red working switch on the handlebars that switches off the engine and 

the electrical system. 

 

6.9.2 Clutch and brake levers 

Clutch and brake levers may be replaced with aftermarket products. Clutch and front brake levers 

must end in a spherical shape. 

Adjusting screw on clutch and brake levers is allowed. 

 

6.9.3 Front brake lever protection 

Motorbikes should be equipped with a front brake lever protection which, in case of contact with 

another, should prevent the brake lever from being activated accidentally. 

 

6.9.4 Throttle lever 

Throttle lever should be of the self-closing type. 

 

6.10 Fuel pipes 

Fuel pipes may be replaced. 

Fuel tape should remain standard as produced by the motorbike manufacturer. Quick connectors or 

dry-break quick connectors are allowed. 

Replacing fuel vent pipes and adding fuel filters are allowed. 

 

6.11 Fearings 

Fairings (including seat) may be replaced with an equivalent aftermarket model. 

Fuel tank should remain completely original. 
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7. Exhaust systems and silencer(s) 

Replacing the entire exhaust system is allowed, catalytic converter may be removed. 

Total dynamic noise produced must comply with the provisions relating to noise measurement per 

type of noise day. 

Exhaust systems and silencer(s) must comply with the static noise standard of 102.9 dBA, however, 

there is no reference to the dynamic noise standard. The use of silencers, with or without a dBA 

killer(s), will be decided by the technical commission in consultation with the race director and the 

technical race director. 

Only exhaust systems and silencer(s) with the current IDC inspection sticker 2022 are allowed. 

The exhaust silencer(s) may not stick out beyond the rear wheel. 

 

7.1 Noise 

 

7.1.1 Noise limit 

IDC races are organised on type 2 and 3 days where the maximum static noise limit of 102.9 dBA 

applies. Static noise measurements may take place at IDC races.  

On type 3 days, the dynamic noise limit of 101 dBA applies. 

Exceeding the applicable static and/or dynamic noise limit may result in disqualification. 

Rider is responsible that the motorbike does not exceed the applicable static and dynamic noise 

limit.  

To reduce noise production, in addition to structural damping of inlet and exhaust noise, wherever 

possible the inside of the fearing, seat and underside of the tank should be fitted with sound-

absorbing, self-adhesive, flexible insulation material. 

Positive experiences have been gained with self-adhesive flexible AF/Armaflex insulation material. 

Use of this material shows that resonance and sound transmission are greatly reduced. 

 

7.1.2 Checking dBA-killer(s) / IDC silencer sticker 

From 10 minutes before the end of qualifying and at the end of qualifying, the technical commission 

checks at the entrance of pitlane whether the motorbike complies with the static noise 

measurement. 

After the race, the motorbikes are collected in the parc-fermé at the technocentre for checking 

whether the motorbikes conforms to the static noise measurement. 

 

7.1.3 Static noise standard and tolerances 

At temperatures below 10 degrees, a tolerance of +1 dBA is applied,102.9 dBA becomes  

103.9 dBA. 

At rain, a tolerance of +1 dBA is applied,102.9 dBA becomes 103.9 dBA. 

At post-check a tolerance of + 2 dBA is applied, 102.9 dBA becomes 104.9 dBA. 

A motorbike which does not meet the static noise standard prior to training/racing may be presented 

for static noise measurement several times with different silencers before it may take part in 

training/racing. All this in  consultation with  the technical commission.  
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7.1.4 Implementation of static measurement 

The dBA meter is placed 50 cm away from the end of the silencer at an angle of 45º to the centre 

line of the silencer at the same height. Static measurement will be carried out with a noise meter.  

Each competitor should bring her/his engine to the rpm described in the technical IDC regulations 

Dutch Naked Bike 2023.  

 

 

 

7.1.5 Revs static noise measurement 

 

revs 4-stroke engines 

number of cc 2 cylinder 3 cylinder 4 cylinder 

600 - 749 5500 6500 7000 

750 5500 6000 7000 

+750 5500 6000 6500 

 

8. Parts to remove 

Parts to be removed are: 

- headlight 

- direction indicators if not built into the fairing (if present in the fairing they should be taped) 

- rear-view mirrors  

- horn  

- licence plate holder  

- helmet hooks and luggage carrier hooks  

- duo footrests  

- handles for pillion passenger  

- safety bars  

- centre stand 

- side stand 

 

9. Decisions 

In all cases not covered by the technical regulations, the race director decides in consultation with 

the technical committee. 


